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SECTION D:  FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS 

The operator shall comply with the terms and conditions set forth below: 

  

 

Section D Page: 

Facility I.D.: 800030 
Revision #: draft 

Date:   draft 

FACILITY PERMIT TO OPERATE 

CHEVRO� PRODUCTS CO. 

Equipment 

 

ID 

�o. 

Connected 

To 

RECLAIM 

Source Type 

/Monitoring 

Unit 

Emission* 

And 

Requirements 

Conditions 

Process 1: CRUDE DISTILLATIO� P13.1 

System 4: �O.2 CRUDE U�IT HEATI�G SYSTEM  
HEATER, NO. 2 CRUDE 

UNIT, F-301B, 

REFINERY/NATURAL GAS, 

WITH LOW NOX BURNER, 

216.8 MMBTU/HR WITH 

A/N: 471356 

A/N: 445721 

Permit to Construct Issued: 

03/23/00 

 

BURNER, 

REFINERY/NATURAL 

GAS, CALLIDUS, MODEL 

LE-CSG-5W, WITH LOW 

NOX BURNER, 48 TOTAL; 

216.8 MMBTU/HR 

D20 S19 NOX: 

MAJOR 

SOURCE**; 

SOX: 

MAJOR 

SOURCE** 

CO: 2000 PPMV (5) [RULE 

407, 4-2-1982]; PM: (9) [RULE 

404, 2-7-1986]; PM: 0.1 

GRAINS/SCF (5) [RULE 409, 

8-7-1981]; �Ox: 0.045 lb/MMBtu 

[CO�SE�T DECREE CIVIL �O. 

C 03-04650 CRB, 6-27-2005; 

40CFR 52.21-PSD, 6-19-1978] 

 

B61.10, 

D28.5. 

D90.31, 

D82.xx 

D328.1, 

 H23.44, 

 I331.1, 

 K40.2    

 

Conditions: 

 

P13.1 All devices under this process are subject to the applicable requirements of the following 

rules or regulations: 

 

CONTAMINANT RULE RULE/SUBPART 

Benzene 40CFR61, SUBPART FF 

 

[40CFR 61 Subpart FF, 12-4-2003] 

 

[Processes subject to this condition: 1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, 13, 14, 16] 

 

[CO�SE�T DECREE CIVIL �O. C 03-04650 CRB, 6-27-2005] 

    

B61.10 The operator shall not use fuel gas, except uncombined natural gas, containing the 

following specified compounds: 

 

Compound  pap by volume 

 H2S greater than  160 

  

The H2S concentration limit shall be based on a rolling 3-hour averaging period 
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The operator shall comply with the terms and conditions set forth below: 
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FACILITY PERMIT TO OPERATE 

CHEVRO� PRODUCTS CO. 

[40CFR 60 Subpart J, 6-24-2008; CO�SE�T DECREE CIVIL �O. C 03-04650 CRB, 

6-27-2005] 

 

[Devices subject to this condition: … D20 …]  

 

D28.5 The operator shall conduct source test (s) in accordance with the following specifications: 

 

The test shall be conducted within 90 days after achieving maximum production rate, but no 

later than 180 days after initial start-up. 

 

The District shall be notified of the date and time of the test at least 10 days prior to the test. 

 

The test shall be conducted to determine the oxygen concentration using District method 

100.1 measured over a 15 minute averaging time period. 

 

The test shall be conducted to determine the PM emissions using District Method 5.1 

measured over a District-approved averaging time period. 

 

The test shall be conducted to determine the CO emissions using District method 100.1 

measured over a 15 minute averaging time period. 

 

The test shall be conducted to determine the ROG emissions using District method 25.1 

measured over a 15 minute averaging time period. 

The test shall be conducted by a laboratory certified by CARB in the required test methods 

for each pollutant to be measured, and in compliance with District Rule 

304. 

 

[RULE 1303(b)(2)-Offset, 5-10-1996] 

 

[Devices subject to this condition : D20, D453] 

 

D90.31 The operator shall continuously monitor the H2S concentration in fuel gases before being 

burned in this device according to the following specifications: 

  

The operator shall use Gas Chromatograph meeting the requirements of 40CFR60 Subpart J 

to monitor the parameter. 

 

The operator shall also install and maintain a device to continuously record the parameter 

being monitored. 
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FACILITY PERMIT TO OPERATE 

CHEVRO� PRODUCTS CO. 

The operator may monitor the H2S concentration at a single location for fuel combustion 

devices, if monitoring at this location accurately represents the concentration of H2S in the 

fuel gas being burned in this device. 

[40CFR 60 Subpart J, 6-24-2008; CO�SE�T DECREE CIVIL �O. C 03-04650 CRB, 

6-27-2005] 

 

[Devices subject to this condition: … D20 …] 

 

D82.xx The operator shall intall and maintain a CEMS to measure the following parameters:  

 

NOx concentration in ppmv. 

 

Concentration shall be corrected to 3% oxygen on a dry basis. 

 

The CEMS shall convert the NOx concentrations to mass emission rates (lbs/mmbtu of fuel 

gas combusted) on a continuous basis. The fuel gas firing rate shall be determined by a 

RECLAIM or Rule 218 certified fuel meter and the higher heating value (LHV) of the fuel 

gas to demonstrate compliance with NOx limit of 0.045 lb/MMBTU. 

 

The 0.045 lb/MMBtuNOx limit will be determined on a 365-day rolling average basis. 

 

The operator shall maintain records in accordance with the consent decree to demonstrate 

compliance with this condition. 

 

[Devices subject to this condition: … D20 …]  

 

[CO�SE�T DECREE CIVIL �O. C 03-04650 CRB, 6-27-2005, 40CFR 52.21-PSD, 6-

19-1978] 

 

D328.1 The operator shall determine compliance with the CO emission limit(s) either: (a ) conducting 

a source test at least once every five years using AQMD Method 100.1 or 

10.1; or (b) conducting a test at least annually using a portable analyzer and AQMD-

approved test method. The test shall be conducted when the equipment is operating under 

normal conditions to demonstrate compliance with the CO emission limit (s). The operator 

shall comply with all general testing, reporting, and recordkeeping requirements in Sections 

E and K of this permit. 

  

[RULE 3004(a)(4)-Periodic Monitoring, 12-12-1997; RULE 407, 4-2-1982] 

 

[Devices subject to this condition: …. D20 ….] 
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FACILITY PERMIT TO OPERATE 

CHEVRO� PRODUCTS CO. 

I331.1 The conditions and requirements for this device in Section H shall take effect, and shall 

supersede those in Section D, when the modifications authorized in Section H are completed. 

The operator shall notify the AQMD when the modifications are completed. 

  

[RULE 202, 5-7-1976] 

 

[Devices subject to this condition : D20, D453] 

 

K40.2 The operator shall provide to the District a source test report in accordance with the 

following specifications: 

  

Emission data shall be expressed in terms of mass rate (lbs/hr). In addition, solid PM 

emissions, if required to be tested, shall also be reported in terms of grains per DSCF. 

 

Source test results shall be submitted to the District no later than 60 days after the source test 

was conducted. 

 

Source test results shall also include fuel gas usage and HHV under which the test was 

conducted. 

 

[RULE 1303(b)(2)-Offset, 5-10-1996] 

 

[Devices subject to this condition : D20, D453] 

  

 

 

 

 

 

 

 

 

  


